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ULISSE distribution boards are especially 
suitable for professional equipment starting 
in industry, agriculture, worksites (building 
and shipyard appliances) and services 
sector (laboratories, shops, gyms, solariums, 
etc…)
These products offer elevated performances 
thanks to their design, greatest care on 
details and careful first materials choice.
Large thickness of Ulisse’s sides guarantee 
the maximum protection against blows. The 
boxes are equipped with press-in cables 
inlet holes with dedicated sealing holes. 
ASC manufactured boards having 
resistance to deformation and to thermal 
excursions, self-extinguishing performances 
and stability to UV rays.

ulisse
Final distribution boards 
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THECNICAL CHARACTERISTICS

•	Ulisse covers the main electric distribution 
requirements, by providing a range of distribution 
boards for standard use in the industry, commercial, 
worksites and agriculture. Equipped with DIN bar 
(EN50022), interlocked or flush mounting sockets 
(for both industrial and domestic use).

•	Compliant to CEI EN 61439-1 and CEI EN 61439-4 
standards. Compliance to these standards means 
these boards are ASC certified (mass manufactured 
worksite equipment); are available fully equipped 
with protection systems and power cable (4 m 
H07RN-F type).

•	Versions manufactured in AS (wired sockets) are 
available for wall mounting or portable use.

•	According to the requirements handy size of the 
boards is enabling full modularity. A grip handle is 
available for easy transport without changing the 
aesthetics of the front view.

•	The sockets are shielded from accidental blows by the 
outer protective edge. The thick panels of the boards 
ensure that they will not break due to blows.

•	The boxes are equipped with press-in cables inlet 
holes with dedicated sealing holes.

•	The boards are manufactured in grey coloured 
(RAL7035) thermoplastic material providing excellent 
features including resistance to deformation and to 
thermal excursions, self-extinguishing performance 
and stability to UV rays.

•	Available with IP44 and IP65 protection levels.
•	The dedicated spaces for the modular system can 

host 17 modules (board size 350), 12 modules 
(board size 250), 6 modules (board size 150).

•	Classified for double insulation, the boards are 
equipped with screw covers for possible wall 
mounting.

•	The ASC boards are equipped with a certificate of 
conformity and an electric diagram provided in the 
packaging.

•	The 250 and 350 sized boards are ideal to be 
mounted on trailer-mounted cable reels, depending 
on the type of plug and socket.

•	Also available with a stand for the 250 and 350 sizes.

HANDLE
Grip/handle  
for transport.

DIN BAR
Up to 17 modules.

USE
For portable  
and fixed mounting.

IP44
IP65

PROTECTION LEVEL
Available with protection  
class IP44 and IP65.

SOCKETS
Available in 220V  

and 380V.

CABLE INPUT
Several press-in  

cables inlet holes.

PROTECTIVE EDGE
Protects the sockets  

from strikes.

RESISTANCE
Strong resistance to shock  

and thermal excursions. 
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Code Description IP Power Colour Single 
package

Packing 
unit Mark

74300

ULISSE board - dim.150x450x137 mm.
with cable 4 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP67
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP65 3kW nnnn Box 1

74320

ULISSE board ASC IP55 - dim.250x403x177 mm.
with cable 4 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP67
Sockets:	 4 x 2P+E 16A 200-250V 6h IP67
General protection devices:	1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC
Maximum power 3 kW

IP65 3kW nnnn Box 1

74321

ULISSE board ASC IP65 - dim.250x403x177 mm.
with cable 4 m. 5G2,5 H07RN-F
plug 3P+N+E 16A 380-415V 6h IP67
Sockets:	 2 x 2P+E 16A 200-250V 6h IP67
	 2 x 3P+E 16A 380-415V 6h IP67
Protection devices:	 1 MCB 4P 16A C
	 1 RCD 4P 25A 30mA AC

IP65 9kW nnnn Box 1

74323

ULISSE board ASC IP65 - dim.250x403x177 mm.
with cable 4 m. 5G2,5 H07RN-F
plug 3P+N+E 16A 380-415V 6h IP67
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67
	 1 x 3P+E 16A 380-415V 6h IP67
Protection devices:	 1 MCB 4P 16A C
	 1 RCD 4P 25A 30mA AC
Maximum power 9 kW

IP65 9kW nnnn Box 1

74324

ULISSE board ASC IP65 - dim.250x403x177 mm.
with emergency button
with cable 4 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP67
Sockets:	 4 x 2P+E 16A 200-250V 6h IP67
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP65 3kW nnnn Box 1

74325

ULISSE board ASC IP65 - dim.250x403x177 mm.
with emergency button
without cable
Sockets:	 2 x 2P+E 16A 200-250V 6h IP67
	 2 x 3P+E 16A 380-415V 6h IP67
Protection devices:	 1 MCB 4P 16A C
	 1 RCD 4P 25A 30mA AC

Box 1

74326

ULISSE board ASC IP65 - dim.250x403x177 mm.
with emergency button
without cable
Sockets:	 4 x 2P+E 16A 200-250V 6h IP67
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

Box 1

74370

ULISSE board ASC IP65 - dim.350x403x177 mm.
with cable 4 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP67
Sockets:	 6 x 2P+E 16A 200-250V 6h IP67
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP65 3kW nnnn Box 1

ULISSE BOARDS

74300

74320

74321

74323

74324

74370

74324

74325
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Supports

Code Description Colour Single 
package

Packing 
unit

74993 Zinc-plated iron support
for ULISSE boards and halogen flood-lights 1000W nnnn Bag 1

Code Description IP Power Colour Single 
package

Packing 
unit Mark

74371

ULISSE board ASC IP65 - dim.350x403x177 mm.
with cable 4 m. 5G2,5 H07RN-F
plug 3P+N+E 16A 380-415V 6h IP67
Sockets:	 4 x 2P+E 16A 200-250V 6h IP67
	 2 x 3P+E 16A 380-415V 6h IP67
Protection devices:	 1 MCB 4P 16A C
	 1 RCD 4P 25A 30mA AC

IP65 9kW nnnn Box 1

74398

ULISSE “PLUS” ASC board IP65 - dim.350x403x177 mm.
with emergency button - with inlet on PG cable-clamp (supplied)
equipped with steel brackets for wall-mounting
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67
	 1 x 3P+E 16A 380-415V 6h IP67
	 1 x 3P+N+E 16A 380-415V 6h IP67
	 1 x 3P+N+E 32A 380-415V 6h IP67
General protection devices:	1 MCB 4P 32A C
	 1 RCD 4P 40A 30mA AC
Sockets protection devices:	1 MCB 2P 16A C
	 1 MCB 4P 16A C
Maximum power 18 kW

IP65 18kW nnnn Box 1

74396

ULISSE board ASC IP65 - dim.350x403x177 mm.
metallic stand included - with emergency button
cable 4 m. 5G6 H07RN-F
plug 3P+N+E 32A 380-415V 6h IP67
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67
	 2 x 3P+E 16A 380-415V 6h IP67
	 1 x 3P+E 32A 380-415V 6h IP67
General protection devices:	 1 MCB 4P 32A C
	 1 RCD 4P 40A 30mA AC
Sockets protection devices:	1 MCB 2P 16A C
	 1 MCB 3P 16A C
Maximum power 18 kW

IP65 18kW nnnn Box 1

74397

ULISSE board ASC IP55 - dim.350x403x177 mm.
metallic stand included - with emergency button
cable 4 m. 5G6 H07RN-F
plug 3P+N+E 32A 380-415V 6h IP67
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67
	 2 x 3P+E 16A 380-415V 6h IP67
	 1 x 3P+N+E 32A 380-415V 6h IP67
General protection devices:	1 MCB 4P 32A C
	 1 RCD 4P 40A 30mA AC
Sockets protection devices:	1 MCB 2P 16A C
	 1 MCB 3P 16A C
Maximum power 18 kW

IP65 18kW nnnn Box 1

74380

ULISSE board ASC IP65 - dim.350x403x177 mm.
with cable 4 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP67
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67 interlocked
Protection devices:	1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP65 3kW nnnn Box 1

74381

ULISSE board ASC IP65 - dim.350x403x177 mm.
cable 4 m. 5G2,5 H07RN-F
plug 3P+N+E 16A 380-415V 6h IP67
Sockets:	 2 x 2P+E 16A 200-250V 6h IP67 interlocked
	 1 x 3P+E 16A 380-415V 6h IP67 interlocked
Protection devices:	1 MCB 4P 16A C
	 1 RCD 4P 25A 30mA AC

IP65 9kW nnnn Box 1

74386

ULISSE board ASC IP65 - dim.350x403x177 mm.
metallic stand included - with emergency button
with cable 4 m. 5G6 H07RN-F
plug 3P+N+E 32A 380-415V 6h IP67
Sockets:	 1 x 2P+E 16A 200-250V 6h IP67 interlocked
	 1 x 3P+E 16A 380-415V 6h IP67 interlocked
	 1 x 3P+N+E 32A 380-415V 6h IP67 interlocked
General protection devices:	1 MCB 4P 32A C
	 1 RCD 4P 40A 30mA AC
Sockets protection devices:	1 MCB 2P 16A C
	 1 MCB 3P 16A C
Maximum power 18 kW

IP65 18kW nnnn Box 1

74993

74386

74380

74396

74398
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ULISSE MODULAR BOARDS

ARTICLE CODE 74180 74181 74182 74183 74184 74195 74205

CHARACTERISTICS

•	 Size: 150x450x177 mm
•	 6 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 250x403x177 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 350x403x177 mm
•	 17 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 250x403x177 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 350x403x177 mm
•	 17 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 250x403x177 mm
•	 Pre-drilled 4 sockets 75x85 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 350x403x177 mm
•	 Pre-drilled 6 sockets 75x85 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

ACCESSORY  
FIXING

(not included)
Fixing code 73989 + screw kit 73987-
73988

Fixing code 73989 + screw kit 73987-
73988

Fixing code 73989 + screw kit 73987-
73988 (included) (included) 

•	 2 pcs. 74187

•	 4 Kits 73988

 

•	 3 pcs. 74187

•	 6 Kits  73988

 

IN
S

TA
LL

A
B

LE
 A

C
C

ES
S

O
R

IE
S

Domestic sockets IP44  
Italian/German  

standard 10/16A  
and Italian stnd. 10/16A

Industrial ARGO  
sockets IP44 and  

IP67, 16A 2P+E up to 
3P+N+E 32A  

(only flange dim.  
90x100 mm)

Industrial ARGO  
sockets IP67,  

16A 2P+E up to  
3P+N+E 16A  

(only flange dim.  
75x85 mm)

Interlocked KEY BLOCK so-
ckets with and without fuses 

16A 2P+E up to 3P+N+E 32A
(only flange dim.  

180x90 mm)

Flange

180x90 mm 180x90 mm 75x85 mm 75x85 mm

Max. capacity:
1x32A 5P
1x16A 5P

Max. capacity:
1x16A 5P
2x domestic domestic 
 type sockets IP44

Max. capacity:
2x32A 5P
2x16A 5P

Max. capacity:
2x32A 5P
3x domestic type  
sockets IP44

Max. capacity:
2x32A 5P
3x16A 5P
1x16A 3P

Max. capacity:
2x32A 5P
1x16A 5P
1x16A 3P
2x domestic type 
sockets IP44

Max. capacity:
2x32A 5P
1x16A 3P
4x domestic  
type sockets 
IP44

Max. capacity:
2x32A 5P

Max. capacity:
2x32A 5P

Max. capacity:
2x32A 5P

Max. capacity:
3x32A 5P

Max. capacity:
3x32A 5P

Max. capacity:
3x32A 5P

Max. capacity:
4x16A 5P

Max. capacity:
4 domestic sockets IP44

Max. capacity:
6x16A 5P

Max. capacity:
6 domestic sockets IP44
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ULISSE MODULAR BOARDS

ARTICLE CODE 74180 74181 74182 74183 74184 74195 74205

CHARACTERISTICS

•	 Size: 150x450x177 mm
•	 6 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 250x403x177 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 350x403x177 mm
•	 17 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 250x403x177 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 350x403x177 mm
•	 17 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 250x403x177 mm
•	 Pre-drilled 4 sockets 75x85 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

•	 Size: 350x403x177 mm
•	 Pre-drilled 6 sockets 75x85 mm
•	 12 DIN modules
•	 Box, 1 pc
•	 IP65
•	

ACCESSORY  
FIXING

(not included)
Fixing code 73989 + screw kit 73987-
73988

Fixing code 73989 + screw kit 73987-
73988

Fixing code 73989 + screw kit 73987-
73988 (included) (included) 

•	 2 pcs. 74187

•	 4 Kits 73988

 

•	 3 pcs. 74187

•	 6 Kits  73988

 

IN
S

TA
LL

A
B

LE
 A

C
C

ES
S

O
R

IE
S

Domestic sockets IP44  
Italian/German  

standard 10/16A  
and Italian stnd. 10/16A

Industrial ARGO  
sockets IP44 and  

IP67, 16A 2P+E up to 
3P+N+E 32A  

(only flange dim.  
90x100 mm)

Industrial ARGO  
sockets IP67,  

16A 2P+E up to  
3P+N+E 16A  

(only flange dim.  
75x85 mm)

Interlocked KEY BLOCK so-
ckets with and without fuses 

16A 2P+E up to 3P+N+E 32A
(only flange dim.  

180x90 mm)

Flange

180x90 mm 180x90 mm 75x85 mm 75x85 mm

Max. capacity:
1x32A 5P
1x16A 5P

Max. capacity:
1x16A 5P
2x domestic domestic 
 type sockets IP44

Max. capacity:
2x32A 5P
2x16A 5P

Max. capacity:
2x32A 5P
3x domestic type  
sockets IP44

Max. capacity:
2x32A 5P
3x16A 5P
1x16A 3P

Max. capacity:
2x32A 5P
1x16A 5P
1x16A 3P
2x domestic type 
sockets IP44

Max. capacity:
2x32A 5P
1x16A 3P
4x domestic  
type sockets 
IP44

Max. capacity:
2x32A 5P

Max. capacity:
2x32A 5P

Max. capacity:
2x32A 5P

Max. capacity:
3x32A 5P

Max. capacity:
3x32A 5P

Max. capacity:
3x32A 5P

Max. capacity:
4x16A 5P

Max. capacity:
4 domestic sockets IP44

Max. capacity:
6x16A 5P

Max. capacity:
6 domestic sockets IP44

BUILD YOUR OWN BOARD!
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Eolo: a portable two-sided panel that 
offers the convenient and contemporary
use of three or four devices positioned in 
awkward places around the construction 
site or that are not directly serviced by 
electricity.
An ideal panel for many work 
environments, such as workshops, 
laboratories, industries, garages, and so 
on, it can be used when it is not possible 
to install a wall-mounted electrical panel.

eolo
Suspended electrical board 

Order, cleanliness  
and robustness

IP44
IP65

Compliant with standard
CEI EN 61439-1
CEI EN 61439-4

NEW



89DISTRIBUTION BOARDS

2020
 

74304

74303

EOLO board AS IP44 with support

Code Description IP Power Colour Single 
package

Packing 
unit Mark

74303

EOLO board AS with support
dim.338x156x185 mm. (HxWxD)
cable 2 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP44
Sockets:	 3 x 2P+E 16A 200-250V 6h IP44
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP44 3kW nnnn Box 1

(*) domestic socket IP44 when unplugged

EOLO board AS IP44 with support

Code Description IP Power Colour Single 
package

Packing 
unit Mark

74304

EOLO board AS with support
dim.338x156x185 mm. (HxWxD)
cable 2 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP44
Sockets:	 2 x 2P+E 16A 200-250V 6h IP44
	 2 x italian-dual-size/german std. 2P+E 16A IP44
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP44* 3kW nnnn Box 1
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74305

EOLO board AS IP65 with support

Code Description IP Power Colour Single 
package

Packing 
unit Mark

74305

EOLO board AS with support
dim.338x156x185 mm. (HxWxD)
cable 4 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP67
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP65 3kW nnnn Box 1

EOLO board AS IP65 with support

Code Description IP Power Colour Single 
package

Packing 
unit Mark

74306

EOLO board AS with support
dim.338x156x185 mm. (HxWxD)
with emergency button
cable 4 m. 3G2,5 H07RN-F
plug 2P+E 16A 200-250V 6h IP67
Sockets:	 3 x 2P+E 16A 200-250V 6h IP67
Protection devices:	 1 MCB 2P 16A C
	 1 RCD 2P 25A 30mA AC

IP65 3kW nnnn Box 1

74306



CABLEREELS FOR 
INDUSTRIAL USE

•	 Golia industrial cablereels
•	 Spare parts
•	 Industrial patch cords
•	 Golia empty reel
•	 Self-winding reels
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GOLIA METAL INDUSTRIAL CABLEREELS

INDUSTRIAL CABLEREELS

GENERAL SPECIFICATIONS
•	 	Manufactured in accordance with IEC EN 61316.
•	 Suitable for indoor and outdoor use, even in especially tough environmental 

conditions including worksites and/or demolition sites.
•	 Manufactured in materials made to pass shock and thermal excursion tests.
•	 Certified <HAR> flexible cable in H07RN-F type in wear-proof rubber (Neoprene).
•	 Indelible technical features printed on the item’s label.
•	 • Thermal cut-off available on all items to automatically cut off the current from the
•	 socket unit, in the event of overheating with the cable both rolled or unrolled; manual
•	 resetting by pressing the red button once the temperature is back to normal levels.

WARNINGS
•	 Do not exceed the maximum overload power stated below.
•	 Consult the technical guide in the final section of the catalogue.

Conductor sec. mm²
Max. overload power

roller cable unroller cable
3G2,50 1800 W 3400 W
4G2,50 5000 W 11000 W

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

14338 30 m 3G2,50 320 mm 3x2P+E 16A 230V - IP44 nnnn Box - 1   

IP44 - Metal stand - Metal cable drum - 3 sockets
Socket disc Ø 205 mm

FLANGE
Available in a galvanised 

metal version and in special 
thermoplastic material with 
reinforcing ribs for drop and 

strike resistance, even at very 
low temperatures.

REPLACEABLE 
DISC

Discs available to 
replace damaged 

sockets or change the 
type of socket on the 

cable reel.

ZINC-PLATED TRIPOD
The stand is made of thick 
steel, protected from corrosion 
and atmospheric agents with 
electrogalvanising. 
The special shape makes  
it easy to wind up  
and renders it compact.

PLUG LOCK
All cable reels are 
supplied with plug-lock 
accessory to facilitate 
the transport of the 
wound cable.

14338
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Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

14360 30 m 4G2,50 320 mm 3x3P+E 16A 400V - IP67 nnnn Box - 1   

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

14350 30 m 3G2,50 320 mm 3x2P+E 16A 230V - IP67 nnnn Box - 1   

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

14370 30 m 3G2,50 320 mm

2x2P+E 16A 230V CEE
1x2P+E 16A 230V CEE
1 socket  
italian-dual-size/german 
std. 2P+E 16A (*)

nnnn
nnnn Box - 1   

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

14380 30 m 5G2,50 320 mm

1x2P+E 16A 230V CEE 
1x3P+E 16A 400V CEE
1 socket  
italian-dual-size/german 
std. 2P+E 16A (*)

nnnn
nnnn
nnnn

Box - 1   

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

14348 30 m 4G2,50 320 mm 3x3P+E 16A 400V - IP44 nnnn Box - 1   

IP55 - Metal stand - Metal cable drum - 3 sockets
Socket disc Ø 205 mm

IP55 - Metal stand - Metal cable drum - 3 sockets
Socket disc Ø 205 mm

IP44 - Metal stand - Metal cable drum - 3 sockets mix
Socket disc Ø 205 mm

IP44 - Metal stand - Metal cable drum - 3 sockets mix
Socket disc Ø 205 mm

IP44 - Metal stand - Metal cable drum - 3 sockets
Socket disc Ø 205 mm

14360

14370

14380

14348

14350

(*) when plugged into the domestic socket, the protection level is IP20

(*) when plugged into the domestic socket, the protection level is IP20
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GOLIA PLASTIC CABLEREELS
WARNINGS
•	 Do not exceed the maximum overload power stated below.
•	 Consult the technical guide in the final section of the catalogue.

Conductor sec. mm²
Max. overload power

roller cable unroller cable 
3G2,50 1800 W 3400 W
4G2,50 5000 W 11000 W

GENERAL SPECIFICATIONS
•	 	Manufactured in accordance with IEC EN 61316.
•	 Suitable for indoor and outdoor use, even in especially tough environmental 

conditions including worksites and/or demolition sites.
•	 Manufactured in thermoplastic materials made to pass shock and thermal excursion tests.
•	 Certified <HAR> flexible cable in H07RN-F type in wear-proof rubber (Neoprene).
•	 Indelible technical features printed on the item’s label.
•	 Thermal cut-off available on all items to automatically cut off the current from the 

socket unit, in the event of overheating with the cable both rolled or unrolled; manual 
resetting by pressing the red button once the temperature is back to normal levels.

•	 Items equipped with Ø 420 mm cable drum, trailer-mounted with wheels.
•	 Trailer-mounted cable reels are suitable for fixing 250 and 350 mm distribution
•	 boards, depending on the type of plug/socket.

11128

11164

12128

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

11128 30 m 3G2,50 320 mm 3x2P+E 16A 230V - IP44 nnnn Box - 1   

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

11164 30 m 4G2,50 320 mm 2x3P+E 16A 400V - IP44 nnnn Box - 1   

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

12128 50 m 3G2,50 420 mm 3x2P+E 16A 230V - IP44 nnnn Box - 1   

IP44 - Metal stand - Thermoplastic cable drum
3 Sockets - Socket disc Ø 145 mm

IP44 - Metal stand - Thermoplastic cable drum
2 Sockets - Socket disc Ø 145 mm

IP44 - Trailer-mounted metal stand - Thermoplastic cable drum
3 Sockets - Socket disc Ø Ø 205 mm

TRAILER-MOUNTED CABLE REELS ARE SUITABLE FOR FIXING 250 AND 350 mm DISTRIBUTION BOARDS, DEPENDING ON THE TYPE OF PLUG/SOCKET.
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Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

12180 50 m 3G2,50 420 mm
2x2P+E 16A 230V CEE
1 socket italian-dual-size/
german std. 16A (*)

nnnn Box - 1   

IP44 - Trailer-mounted metal stand - Thermoplastic cable drum
3 Sockets - Socket dis Ø 205 mm

(*) when plugged into the domestic socket, the protection level is IP20

TRAILER-MOUNTED CABLE REELS ARE SUITABLE FOR FIXING 250 AND 350 mm DISTRIBUTION BOARDS, DEPENDING ON THE TYPE OF PLUG/SOCKET.

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

12190 50 m 5G2,50 420 mm
1x2P+E 16A 230V CEE
1x3P+E 16A 400V CEE
1 socket italian-dual-size/
german std. 16A (*)

nnnn
nnnn
nnnn

Box - 1   

IP44 - Trailer-mounted metal stand - Thermoplastic cable drum
3 Sockets - Socket dis Ø 205 mm

(*) when plugged into the domestic socket, the protection level is IP20

TRAILER-MOUNTED CABLE REELS ARE SUITABLE FOR FIXING 250 AND 350 mm DISTRIBUTION BOARDS, DEPENDING ON THE TYPE OF PLUG/SOCKET.

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

12160 50 m 3G2,50 420 mm 3x2P+E 16A 230V - IP67 nnnn Box - 1   

IP55 - Trailer-mounted metal stand - Thermoplastic cable drum
3 Sockets - Socket dis Ø 205 mm

TRAILER-MOUNTED CABLE REELS ARE SUITABLE FOR FIXING 250 AND 350 mm DISTRIBUTION BOARDS, DEPENDING ON THE TYPE OF PLUG/SOCKET.

Code Length Section 
mm2 Ø drum Sockets Colour Single 

package
Internal  
packing  

Packing 
unit Mark

12170 50 m 4G2,50 420 mm 3x3P+E 16A 400V - IP67 nnnn Box - 1   

IP55 - Trailer-mounted metal stand - Thermoplastic cable drum
3 Sockets - Socket dis Ø 205 mm

TRAILER-MOUNTED CABLE REELS ARE SUITABLE FOR FIXING 250 AND 350 mm DISTRIBUTION BOARDS, DEPENDING ON THE TYPE OF PLUG/SOCKET.

12160

12170

12180

12190
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INDUSTRIAL PATCH CORDS

Industrial Patch Cords with 
cable H07RN-F - IP67

Code Length Section 
mm2 Plug - Socket Colour Single package Packing 

unit Mark

92971 10 m 3G2,50 2P+E 16A 220V - IP67 nnnn Shrink film 5

92973 20 m (*) 3G2,50 2P+E 16A 220V - IP67 nnnn Shrink film 4

92974 30 m (*) 3G2,50 2P+E 16A 220V - IP67 nnnn Shrink film 2

(*) Also compliant with CEI 64-8 standards for connecting campers, caravans, etc. with the camping site board sockets.

Spare wired disc for cable reels Ø 205mm

Code Outlets Socket type Colour Single 
package

Packing 
unit

01911 3 2P+E 16A - 220V CEE - IP44 
+ Thermal cut out nnnn Bag 1

01915 2 3P+ET 16A - 400V CEE - IP44
+ Thermal cut out nnnn Bag 1

Code Outlets Socket type Colour Single 
package

Packing 
unit

01913 3
2x2P+E 16A 230V CEE
1 socket italian-dual-size/german std. 16A
Thermal cut ouT

nnnn Bag 30

01917 3
1x2P+E 16A 230V CEE
1x3P+E 16A 400V
1 socket italian-dual-size/german std. 16A
Thermal cut out

nnnn 
nnnn 
nnnn

Bag 30

92971

01911

01912

01913

01915

01916

01917

SPARE PARTS FOR CABLE REELS

Code Outlets Socket type Colour Single 
package

Packing 
unit

01912 3 2P+E 16A - 220V CEE - IP67 
+ Thermal cut out nnnn Bag 1
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GOLIA METAL EMPTY  
MULTI-PURPOSE REEL

Metal stand - Metal cable drum
Socket disc Ø 205 mm - Without cable

Code Length Section 
mm2 Ø drum Plugs-Sockets Colour Single 

package
Packing 

unit

14390UG - - 320 mm - nnnn Bag 3

92981

14390UG

Self-winding reels

SELF-WINDING REELS
GENERAL FEATURES
•	 Built in accordance with EN 61242 standards.
•	 Built with thermoplastic materials that are resistant to shocks and temperature excursions.
•	 Supplied with a cable locking system for securing in any position desired.
•	 Wall mounting bracket for rotations up to 320° included.
•	 Possibility to have the cable always in continuous traction or blocked at the desired length.
•	 Supplied with cable-end block.
•	 Thermal circuit breaker present on all items that automatically disconnect the power in 

cases of overheating, both with the cable wound up and unwound; the circuit breaker 
is reset manually.

•	 Suitable for wall or ceiling applications.
•	 1.4-metre long power cable.

WARNINGS
•	 Respect the maximum power absorption, as indicated on the label of each item.
•	 When re-winding, guide the cable so it does not fling about.

14950

Code Description Colour Single 
package Internal packing  Packing 

unit Mark

14950 Self-winding cable reel - cable 15 m 2x1,00 H05VV-F nnnn Box - 1

14951 Self-winding cable reel - cable 10 m 3x1,50 H05VV-F nnnn Box - 1

14952 Self-winding cable reel - cable 15 m 3x1,50 H05VV-F nnnn Box - 1

14953 Self-winding cable reel - cable 25 m 3x1,50 H05VV-F nnnn Box - 1

Code Length Section 
mm2 Plug - Socket Colour Single package Packing 

unit Mark

92981 10 m 4G2,50 3P+E 16A 380V - IP67 nnnn Shrink film 5

92983 20 m 4G2,50 3P+E 16A 380V - IP67 nnnn Shrink film 4

92984 30 m 4G2,50 3P+E 16A 380V - IP67 nnnn Shrink film 2
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